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TOP Technical specifications on rear

3-BEARING CRANKSHAFT  
Reduced operating wear and a clean cut thanks to  
the 3-bearing crankshaft with blade support.

ROBUST DESIGN 
Galvanised steel mulching unit with reinforced edge. 
Stable guide bar with height adjustment.

MULCHING BELL MADE FROM  

HIGH-GRADE STEEL  
The tough, durable mulch mower made from 
high-grade steel guarantees a perfect cut.

PERFECT MULCHING, REDUCED WORK 
While you are mowing, the grass is shredded several times and 
reduced to a fine mulch in the mulching unit. The mulched 
cuttings then disappear between the remaining blades of 
grass where they quickly rot away. No grass collector, no 
stopping, no emptying, no need to get rid of the cuttings!

SIMPLE MANOEUVRING 

Stable, front and rear wheels with ball bearings combined with 
rear-wheel drive guarantee energy-saving manoeuvrability.

AS 470 ProClip 4T A MULCHING MOWER

Perfect mulching results

Central height
adjustment

Rear wheel drive

Stable 
folding bar

Adjustable
handle bar

AS special slim wheels
with double ball bearings

Space-saving transportation, the 
entire guide bar can be folded.

Recommended retail price inc. VAT.

ALL TERRAIN MOWERS
MADE IN GERMANY

Mulching & Shredding

Home lawns

FOR USE IN
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AS 470 ProClip 4T A TECHNICAL SPECIFICATIONS

PERFECT MULCHINGAS 470 PROCLIP 4T A, MULCHING MOWER

Cutting width: 47 cm

Engine:
B+S 4-stroke engine 850E-Series I/C,  

190 ccm

Rated power: 3.1 kW (4.3 HP) at 2,800 rpm

Maximum engine power: 4.1 kW (5.5 HP) at 3,600 rpm

Wheel drive speed: Rear-wheel drive 2.5 km/h

Special characteristics: Mulching unit, lightweight construction

Accessories: Operating hour meters 

Cutting height adjustment: Central 40 - 80 mm, 5 levels

Max. work rate m2/h: 1,100

Weight:  

Operating dimensions:

34 kg 

L 131 cm, W 51 cm, H 100 cm
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