
Steep slope compatible 
15-litre fuel tank for long 
distances

Galvanised bull bar
Surfing mower deck! 
The blade hood permits 
vertical avoidance movements

Robust,
all-round
tubular frame

Stable, folding
safety bar

Switchable differential lock for 
optimised traction

Seat adjustable to match 
driver’s weight

XL tyres for 
increased 
ground clearance

www.as-motor.com

AS 940 SHERPA 4WD XL 
RIDE-ON BRUSH CUTTER

VERSATILITY FOR ALL TERRAINS 

Agricultural tyres, switchable differential lock and an 

engine that can cope with steep slopes ensure excellent 

traction in difficult terrain.

ENGINE DESIGNED FOR INCLINES 

Equipped with oil and fuel pump, oil pressure switch  

and air-cooled system to protect the assembly even 

under tough conditions.

FOUR-WHEEL DRIVE 

The permanent all-wheel drive improves traction when 

travelling uphill and ensures more powerful, safer  

braking on the way down.

STEEP SLOPES & LONG GRASS 

You can mow difficult areas. The AS 940 4WD XL mows 
and mulches thick, long grass mixed with scrub.

SURFING MOWER DECK 
Self-contained mower deck with AS cross-blade system. 
The main blade cuts the undergrowth and the cross-blade 

shreds it to a fine mulch. To protect against damage, 
the surfing mower deck moves upwards to avoid uneven 
terrain.

TOP Technical specifications on rear

Meadow

Scrub

Long meadow grass

Uneven terrain

Mulching & Shredding

Four-wheel drive

Slopes

FOR USE IN

Recommended retail price inc. VAT.

ALL TERRAIN MOWERS
MADE IN GERMANY



FOUR-WHEEL DRIVE FOR STEEP TERRAIN

AS 940 SHERPA RIDE-ON BRUSH CUTTER

www.as-motor.com

AS 940 SHERPA 4WD XL TECHN. SPECIFICATIONS

Cutting width: 90 cm

Engine:
B+S 4-stroke engine, 2-cylinder engine 

Professional Series 8, 724 ccm

Rated power: 16.5 kW (22.4 HP) at 3,300 rpm

Maximum engine power: 20.1 kW (27 HP) at 3,600 rpm

Wheel drive speed:
Continuous hydrostatic drive:  

0 - 6.7 km/h reverse: 0 - 6.5 km/h

Accessories:
Trailer, trailer hitch, snow blade, tilt meter, 

steering wheel knob, mulching kit, weather 

cab, seat suspension kit

Special characteristics: Four-wheel drive, differential lock

Cutting height adjustment: Central 80 -135 mm, 5 levels

Max. work rate m2/h: 6,000

Weight:  
Operating dimensions:

298 kg 

L 191 cm, W 106 cm, H 156 cm
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